
CAJOSUITETM FEATURES LICENSE LEVELS DESCRIPTION

DESIGN MODE BASIC STUDIO STUDIOPLUS CAJOSUITE FOR 
CAJOSMARTTM

Laser marking √ √ √ √ Markings made with Cajo laser system

Preview √ √ √ √ Marking preview using laser pointer. Projection mode available

Estimate marking time √ √ √ √ Estimate marking time without actual marking

Marking parameters √ √ √ √ Setting up laser parameters in design (pencils)

System configuration and status monitoring √ √ √ √
Settings dialogs for system configuration (laser type, lens type, 
Marking-on-the-fly, preview, I/O mapping etc.) Indicators for 
laser marking system status (door open, laser source state etc.)

Marking head height control √ √ √ √ Software controlled working distance for marking systems 
which have motor driven Z-axle

Device control √ √ √ √ For devices which have electric motor driven door or other 
actuators

Geometric shapes √ √ √ √ Basic shapes (rectangles, triangles, circles etc.)

Editing and transformation tools √ √ √ √
Comprehensive tools for editing, for example, Move, Rotate 
and Mirroring. Managing objects (array, offset, align, explode 
and auto connect)

Text tool and dynamic text √ √ √ √
TrueType and SHX fonts  in markings 
Variable content for each marking such as text, serial number 
and time stamp

Barcode tool and dynamic barcode √ √ √ Datamatrix, 
QR, Code 128

Fixed and dynamic barcode content for each marking (1D or 
2D). Could be for instance automatic serial number sequencing, 
time stamp or combination. Support for vast range of codes.

Advanced hatch tools √ √ √ √ Filling tools

Vector graphics import √ √ √ √ Importing graphics from DWG, DXF or SVG files

Multi-design support √ √ √ √ Multiple designs can be open at the same time

Parameter library  tool √ √ √ √ Parameter library structure for storing parameters

I/O interface √ √ √ √ Default I/O functionality (marking trigger, workflow status)

Test Matrix Tool √ √ √ Testmatrix tool for searching optimal laser parameters for the 
material

User permission control √ √ Allows to limit user permissions in the software

Curved text 
√

Fixed text only 
(no variable 

content)
Text aligned with any line shape

Tiling √ Design which is too large to be marked at once can be split to 
smaller parts (tiles)

Line types and line weight √ Different line types and widths, such as dashed and custom 
lines

Bitmap import √ Bitmap marking (dither algorithm)

DXF export √ √ Marking file export as DXF file

Marking on the fly √ Marking when workpiece moves under the laser

Rotary device control √ Marking of circular workpieces

EtherCat field bus √ Marking trigger, workflow status. Requires hardware option

CajoSmartTM content generation √ Creating and editing fonts, logos and projects for CajoSmartTM

Marking dimensions 2D 2D 2D, 2.5D, 
Rotary 2D

User manual language en en en en

User interface languages en, fi, de, 
es, pl, it

en, fi, de, 
es, pl, it

en, fi, de, es, 
pl, it

en, fi, de, es, 
pl, it

Supported languages 
Kindly ask for other languages separately



CAJOSUITETM FEATURES LICENSE LEVELS DESCRIPTION

PRODUCTION MODE BASIC STUDIO STUDIOPLUS CAJOSUITE FOR 
CAJOSMARTTM

Laser marking √ √ Markings made with Cajo marking system (templates are 
created in the Design Mode)

Variable marking content √ √ Marking content is updated automatically between markings, 
for example date or serial number

Named marking content √ √ User can enter marking content or content can be updated 
using remote control interfaces, for example batch number

Preview marking √ √ Marking preview using laser pointer

Product management √ √ Adding and managing product specific settings

Device control √ √ User interface to control the marking device actuators

Default workflows √ √ Workflows for different device types. For example, automatically 
close door, adjust marking head, mark and open the door

System status monitoring √ √ Indicators for laser marking system status (door open, laser 
source status etc.)

User permission control √ √ Managing user permissions

TCP/IP remote control Standard
Standard + 

Customization 
available

Cajo TCP/IP server interface (Marking content setup, system 
status events)

OPC UA remote control Standard
Standard + 

Customization 
available

Cajo OPC UA server interface  (Marking content setup, system 
status events)

I/O interface √ √ Default I/O functionality (marking trigger, workflow status)

EtherCat field bus √ Marking trigger, workflow status. Requires hardware option

Simultaneous multi-laser support √ Marking with multiple lasers simultaneously 

Marking on the fly √ Marking when workpiece moves under the laser

System integrations Hourly rate Database integrations/Device integrations. For example: CSV 
file parsing, ODBC databases, Custom TCP/IP message parsing

Workflow and user interface customization Hourly rate

Workflow and user interface customization according to 
customer’s needs. For example: User enters batch number and 
system queries serial numbers from database. Products are 
marked automatically using received serial numbers.

Configs for machine vision, marking 
positioning and reading Hourly rate Machine vision can be added to the software for marking 

positioning and verification needs

Marking dimensions 2D 2D 2D, 2.5D, 
Rotary

User manual language en en en

User interface languages en, fi, de, 
es, pl, it

en, fi, de, 
es, pl, it

en, fi, de, es, 
pl, it

Supported languages 
Kindly ask for other languages separately
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